
Application Instructions for Avery Dennison® Color Paint 
Protection Films for Automotive Applications 
Technical Bulletin #6.1 
Dated: 05/26 

DISCLAIMER: All mixture ratios, water quality suggestions, temperature limits, tool selections, 
and process steps described herein are recommendations only for installers’ consideration and 
are not product specifications, conditions of sale, or guarantees of performance. Users are 
solely responsible for assessing suitability for the specific Avery Dennison® Color Paint 
Protection Film referenced in this bulletin and for ensuring compliance with applicable 
environmental, health, and safety laws and safe‑work practices when using solvents, hot water, 
steamers, heat guns, pressurized equipment or any installer‑controlled parameters.  

This bulletin outlines the standard operating procedures for the professional application of the 
Avery Dennison Color Paint Protection Films. 

●​ Avery Dennison Color PPF Gloss Orange (Avery Dennison Product Code CS6840001) 
●​ Avery Dennison Color PPF Gloss Light Blue (Avery Dennison Product Code CS6840001 
●​ Avery Dennison Color PPF Gloss Carmine Red (Avery Dennison Product Code CT2130001) 
●​ Avery Dennison Color PPF Gloss Rock Grey (Avery Dennison Product Code CT6330001) 

 
 1.0 Consult Product Data Sheet 
  

●​ Before applying the product, consult the appropriate product data sheet for information 
regarding appropriate substrates and product performance. Once assured that all factors 
relating to the product are understood, and all factors comply with the product 
specifications, you can decide to apply the relevant Paint Protection Films of Avery 
Dennison. 

●​ For additional information about the application technique, please also see the following 
how-to videos: Surface preparation, Wet Application & Curved surfaces. 

 
2.0 Application Tools 
 

●​ Tool belt – to hold all application tools (Avery Dennison product code CB0650001) 
●​ Avery Dennison squeegee for wet application, shown in table below: 

 

Item code  Description Size colors Hardness 

CM7800001 PPF Squeegee Pro Flex Small 65mm Red Flexible 

CM7810001 PPF Squeegee Pro Flex Large 100mm Red Flexible 

CM7820001 PPF Squeegee Pro Rigid Small 65mm Blue Rigid 

CM7830001 PPF Squeegee Pro Rigid Large 100mm Blue Rigid 
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https://youtu.be/lpzIG5qhns0
https://youtu.be/WXaCt67U7m0
https://youtu.be/e923Qef4vvg


BL9220001 Flextreme - Blue Rigid 

BL9200001 Flextreme - Red Flexible 

 
●​ Cutter (Avery Dennison product code CA8140001) 
●​ Stainless steel blades (Avery Dennison product code BM3290001) 
●​ Lint-free cleaning cloth 
●​ Cleaning clay bar/clay cloth 
●​ Spray Bottle (Avery Dennison product code CA8140001)  
●​ Avery Dennison Surface Cleaner (Avery Dennison product code CA3750001) 
●​ Avery Dennison Application Gel (Avery Dennison product code BP6340001 / 

BP6330001) 
●​ A professional heat gun  
●​ A steamer 
●​ Neutral ph baby shampoo  
●​ Water (De-ionized water is preferred but not mandatory) 
●​ Iso-Propyl Alcohol to prepare a diluted solution with water of 20-25vol% 
●​ Mild detergent solution for vehicle washing 
●​ Insulated pressure sprayer kegs (suitable for hot water around 70-80°C) 

 
 
3.0 Substrate Preparation 

Before starting the process of wrapping it is important to check  that the quality of paint on the 
vehicle is suitable for application of paint protection film.  
 

●​ Paint surfaces must be completely dry, hardened and free of scratches. On most baked 
paints, films can be applied immediately after cooling down. Air dried and car repair 
paints are required to be completely dry before films should be applied. Solvent residues 
in painted substrates may adversely affect film adhesion and might cause excessive 
shrinkage or blistering.  

●​ Painted substrates should be dried according to the paint manufacturer’s instructions to 
avoid solvent retention. Paint system components which are not compatible or do not 
adhere properly to each other may cause paint to be lifted when films have to be 
removed after use. 

To ensure the highest standard of surface preparation, we recommend cleaning beneath 
specific components and hard to reach-places (such as chrome or plastic trims, seams, panel 
joints, door handles, doors, bumpers, and occasionally mirrors) with soap water followed by AD 
Surface Cleaner to ensure so dirt.dust or soap residues are left over.  

Remove any sort of automotive waxes, coatings and polishes from the vehicle surface 
completely. Use a clay bar or a machine polish remover, if needed, to remove any residues and 
grime.  
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●​ Clean the vehicle surface thoroughly using a detergent solution and water. 
●​ Ensure that all critical areas such as edges, corners, welding seams, rivets etc. are 

meticulously cleaned. 
●​ Apply soapy water to flat and slightly curved surfaces and use a squeegee to eliminate 

dust and particulate matter. 
●​ Perform a final water rinse to ensure the complete removal of all soap residue from the 

cleaned surfaces. 
●​ Dry all treated surfaces using a lint-free cloth. 
●​ De-grease the vehicle by applying AD Surface Cleaner to a clean, lint-free cloth and 

wiping all surfaces thoroughly, with particular emphasis on hard-to-reach and critical 
areas.  

Because film performance is sensitive to substrate condition and installation environment, 
installers should conduct a small‑area test in an inconspicuous location, particularly when using 
pigmented Color PPF. Application over existing films or wraps (including Supreme Wrapping 
Film™), ceramic or copolymer coatings, or non‑OEM or uncured paint may result in visible color 
differences, adhesion issues, or damage upon removal and is at the user’s risk.   

Note - It is recommended to use Avery Dennison Surface Cleaner. Many other commercially 
available cleaning/degreasing products may be suitable for cleaning and degreasing but need to 
be tested prior to use. ​
For extra information on preparation and cleaning of the application surface, additional 
instructions are provided in Technical Bulletin 1.1 

4.0 Installation of the film 
The Avery Dennison color Paint Protection Films have been designed to protect the car’s body 
paint and can be applied to car fronts, wheel arches, rocker panels, door edges, pillars etc. The 
films are designed to provide the best finish with ONLY a wet application method.  

4.1 Preparation and Environment 

●​ Apply only in a clean, dust-free, and well-illuminated environment. 
●​ Wash hands thoroughly prior to handling to prevent fingerprint contamination on the 

adhesive and wear lint-free gloves during installation and handling of the film.  
●​ Remove the transparent protective sheet from the face of the film, spray it with water to 

reduce static current (to avoid collection of dust particles) and pre-cut the material to the 
approximate required dimensions. 

4.2 Application Fluid Solutions 

●​ Avery Dennison Application Gel: A specialized, pre-mixed solution designed for superior 
sliding and positioning. You can also use this application fluid to fix the film in a position 
for accelerated adhesion.  

●​ Soap Solution: or optimal performance at 23°C and 50% relative humidity, a standard 
mixture of 1 liter of water to 3 mL of pH neutral baby shampoo is recommended. 
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However, this ratio should be adjusted based on various factors. Use a higher soap 
concentration in warmer environments to prevent the solution from drying too quickly; 
use less soap in colder climates. The concentration may vary depending on the specific 
vehicle section. Decrease the soap concentration for faster film adhesion (tacking) or 
increase it if more slide and repositioning time are required. 

●​ Alcohol Solution: For accelerated adhesion on edges or compound curves, use a mixture 
of 1 part Iso-Propyl Alcohol (76% purity)  with 3 parts water.  

●​ Plain water can be used in areas that do not require a high amount of slip for faster 
adhesion.  

Note - We recommend the use of de-ionized water wherever possible. De-ionized water ensures 
that minerals and other residues present in water, depending on the geographical location, does 
not influence and interfere with the degree of slip and adhesion required for installation and final 
long-term adhesion.  

4.3  Installation Procedure 

4.3.1. General Instructions 

1.​ Spray the painted substrate generously with the application liquid of choice. 
2.​ Cut the film to size and remove the PET liner. Spray the exposed adhesive to prevent 

dust or other particle entrapment on the adhesive side. 
3.​ Place the film on the substrate. Slide the material into the desired alignment. 

Repositioning is best done during the initial stage with minimal pressure. 
4.​ Keep the top surface of the film wet to allow the squeegee to glide smoothly.  
5.​ Use an Avery Dennison Red or Blue PPF Squeegee, overlapping strokes by 50% to 

ensure all air and fluid are evacuated to fix the film in place. Increase pressure gradually. 
While the hard edge of the squeegee may be used for extra pressure, the user assumes 
all risk for potential film damage. 

6.​ To stretch the film effectively during installation, leverage its intrinsic flexibility. If the 
material requires softening, gently pre-heat it to maximum 75°C using a steamer/a hot 
water flush/a heat-gun. 

 
Note - Exercise caution when using a heat gun to soften the film. When using a heat gun, heat 
from the adhesive side, with the liner still intact, to prevent overheating parts of the film. 
Maintain a safe distance of about 15 cm and keep the tool in constant motion to prevent 
localized overheating and potential film damage 

7.​ Do not overstretch the film to avoid aesthetic defects. 

4.3.2. For larger flat 2D surfaces (eg. hoods)  

●​ The standard soap solution can be used to slide and reposition the film over the hood. 
●​ Establish anchor points to tack the film using AD Application Gel or alcohol solution 

before stretching the film for installation.  
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●​ Perform a final squeegee pass over all critical areas to ensure a permanent bond. 
●​ Once the film is fixed in place, flush the edges with hot water to remove any residual 

soap solution 
●​ Leave the edges to air-dry or use compressed air to completely remove moisture before 

tucking in the edges. The correct application technique for edge-wrapping is explained in 
a later section.  

4.3.3. Complex 3D Surfaces (e.g., Bumpers, Side Fenders) 

●​ Adjust the standard soap solution, if needed, to have a slightly higher tack when 
compared to the hood (by reducing the concentration of soap) 

●​ Establish anchor points to tack the film using AD Application Gel or alcohol solution 
before stretching the film for installation 

●​ To facilitate easier installation in complex surfaces that have a combination of concave 
and convex shapes, it is recommended to use either hot water (70-75°C) or a steamer to 
soften the film. This makes the film more conformable and flexible permanently.  

●​ Squeegeeing the film to trigger faster tack in deep corrugations or areas where film 
would be subjected to higher tension by using AD application gel/alcohol solution as the 
application fluid will facilitate faster installation.  

Note -  In the case of extreme 3D corrugations where the film reaches its limit of stretch, it is 
advised to do the installation in two pieces with an in-lay of SWF Satin Black (or a similar black 
vinyl or vinyl of the same color as the color PPF)   

4.3.4. Extreme 3D Curvature (e.g., Door Handles, Mirrors) 

●​ Depending on the geometry of the part, it may have to be done in a single piece or 
two-pieces with overlaps. The correct technique to make overlaps is explained in a later 
section.  

●​ For these complex shapes, pre-heat the film to a maximum of 75°C using a steamer or 
heat-gun from the adhesive side with the liner intact. When the film reaches this 
temperature even for 30 seconds, it significantly increases the material's pliability 
permanently, allowing it to conform to extreme curves.  

●​ Once the film cools down, you can adhere it to the surface with AD application gel. 
●​ When followed correctly, this technique also minimizes risk of the film lifting from the 

substrate with time.  

4.3.5. Edges and Tucking (e.g., Door Edges, Bonnet) 
●​ Thoroughly flush out the slip solution from the edge, then trim the excess film at the 

edges. 
●​ Rinse the area with hot water (60-75°C). Use compressed air to remove all remaining 

moisture or let the film air-dry with time. When using compressed air, ensure no dirt.dust 
is pushed under the film. Alternatively, a clean and dust free microfibre towel can be 
used to push our remaining liquid and keep the film completely dry.  
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●​ Briefly pre-heat the adhesive side of the film using a heat gun (do not exceed 75°C). 
●​ Using gloves, tuck the film firmly under the edges. Complete the installation by using 

either a PPF squeegee or Flextreme to apply final and firm pressure on the tacked film.  

4.3.6. Small Spaces (e.g. between adjacent parts such as front bumper and side fender) 
●​ After bulk installation of a part, flush the slip solution with hot water from the edge to 

ensure all residues of the slip solution are removed.  
●​ Trim the film to a size enough to be able to tuck it into the edge. 

Note -  Do not make this piece too long and only long enough to tuck the corner.  
●​ Push the film into the edge using Flextreme or any thin/pencil squeegee with firm 

pressure.  
●​ Post heat the film to 75°C for a couple of seconds to ensure there is no lifting in these 

tight edges. 

4.3.7. Post-heating 
Post-heating to 70°C–75°C is recommended for all corners and edges, particularly in deep 
recesses and corrugations where the film is prone to lifting. It is also essential to post-heat in 
convex areas where the film is under high tension to relax the film.  
It is especially important to post-heat in areas where film can come in constant contact with 
another piece of the film (such as in tight edges) to ensure that the constant frictional force from 
the vibrations of a moving vehicle will not push the film out of the edge.  
 
5.0 Self-Healing Property 
Self-healing refers to the film's capability of repairing its surface from slight abrasion and small 
to medium scratches, resulting from daily usage of the film.  
Large and deep scratches or damages cannot be recovered. 
 
The surface of  Avery Dennison Color Paint Protection Films are able to heal small and medium 
scratches if exposed to an external source of heat (45-55℃), such as hot water, heat gun or 
warm sunlight. 
 
6.0 Cleaning, Maintenance and Removal 
All Avery Dennison Paint Protection Films feature a long-term protection of the car body’s paint 
during the lifetime of the product. In order to maintain and clean the film, it is recommended to 
use Avery Dennison Supreme Wrap Care products. 
Avery Dennison Color Paint Protection Films have been specially designed to provide high stain 
resistance enhancing the ease of cleaning and removal of stains. 
 
Within the limit of its expected lifetime and if applied on properly cured car paint, Avery 
Dennison Color Paint Protection Films can be easily removed. Easy removability is not 
warranted if the film is applied on an existing graphics film, not properly cured car paint or any 
other type of surface that is not car paint. Avery Dennison Color Paint Protection Films need to 
be removed by applying heat (approx. 40-50 °C), using a steamer or a professional heat-gun, 
and ensuring to keep a low removal angle between the surface and the film (< 30 degrees). In 
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case some adhesive residue is present after removal, use Avery Dennison Adhesive Remover. 
The general instructions for removal of self-adhesive films are described in Technical Bulletin 
1.2. 
 
 
7.0 Legal terms  
This Technical Bulletin describes a technique. The information contained herein is believed to 
be reliable, but Avery Dennison makes no warranties, expressed or implied, including, but not 
limited to, any implied warranty of merchantability or fitness for a particular purpose. To the 
extent permitted by law, Avery Dennison shall not be liable for any direct, indirect, special, 
incidental, consequential, or otherwise related loss or damage arising out of or in connection 
with the technique of making a graphic element, regardless of the nature of the legal argument. 
Any references in this document to Avery Dennison® Color Paint Protection Film products or 
properties are for general background only and are not representations about Color Paint 
Protection Film performance; consult the applicable Color PPF product data sheet for 
product‑specific properties and limitations.. Purchasers should independently determine, prior to 
use, the suitability of this material to their specific use. All technical data are subject to change. 
In case of any ambiguities or differences between the English and foreign versions of this 
document, the English version shall be prevailing and leading. 
 
The period of warranty is one (1) year from the date of shipment unless expressly provided 
otherwise in the product data sheet. Warranty coverage applies only when Products are applied 
as a standalone film to properly prepared, fully cured OEM‑painted substrates and installed in 
accordance with this bulletin and the applicable product data sheet. 
 
All Avery Dennison's products are sold subject to Avery Dennison's general terms and 
conditions of sale, see http://terms.europe.averydennison.com.  Avery Dennison’s aggregate 
liability to Purchaser, whether for negligence, breach of contract, misrepresentation or 
otherwise, shall in no circumstances exceed the price of the defective, non-conforming, 
damaged or undelivered Products which give rise to such liability as determined by net price 
invoices to Purchaser in respect of any occurrence or series of occurrences.  In no 
circumstances shall Avery Dennison  be liable to Purchaser for any indirect, incidental or 
consequential loss, damage or injury, including without limitation, loss of anticipated profits, 
goodwill, reputation, or losses or expenses resulting from third party claims. 
 
Avery Dennison® is a registered trademark of Avery Dennison Corp. 
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